PORTWEST

PRODUCT SPECIFICATION & TECHNICAL DATA

FW34 - Steelite Lusum Safety Trainer S1P

HRO

Collection: Steelite™ Work

Range: Footwear

Material Upper: Cow Suede Leather
Material Outsole: EVA/Rubber
Reference: F15

Box Quantity: 12

Product information
Low profile safety trainer with eye catching two tone colouring. Heat
resistant rubber outsole with steel toecap and midsole.

Features

Steelite WORK + CE certified

- Protective steel toecap

Steelite™ Work - Steel midsole

Fully Compliant with all current standards, ideal for industrial wear with .| Anti-static footwear
a strong and flexible construction.
- Energy Absorbing Seat Region

Footwear - SRA - Slip resistant outsole to prevent slips and trips on ceramic
Innovation, quality components, styling and expert construction define surfaces

the Portwest footwear collections.
- Heat resistant outsole 300°C

- Fuel and oil resistant outsole

Standards - Dual density sole unit

ASTM F2413-11
AS 2210.3
EN ISO 20345

- Protective steel toecap

- 1l . EUUKUSA |
Euro 36-48, UK 3-13, US 4-14
Euro 36-48, UK 3-13, US 4-14
Euro 36-48, UK 3-13, US 4-14
Euro 36-48, UK 3-13, US 4-14
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